
Guiding variants

1. 	Which of these properties apply to linear guideways with ball chains?
	 a) Long-term maintenance-free and optimal running behavior
	 b) High tolerance compensation capacity
	 c) Suitable for speeds of up to 10 m/s
	 d) Comparatively low noise level

2.	 What are characteristics of track roller guides?
	 a) Track roller system can be integrated in the linear axis of the SNR brand
	 b) Steel shafts serve as raceways in SNR brand linear axis
	 c) Double-row angular contact ball bearings serve as rollers
	 d) Maximum speed of the track rollers is 15 m/s

3.	� The track rollers of track roller guide systems are double-row angular contact ball bearings  
with a profiled outer ring.

	 a) Correct
	 b) Incorrect

4.	 Which statements apply to polymer track roller guides?
	 a) Designed for the food industry and wet areas
	 b) Integrated spring element in the table unit allows movement without clearance
	 c) Suitable for speeds of up to 7 m/s
	 d) Guiding system always has twelve track rollers

5.	 What material are the rollers of the polymer track roller guides made of?
	 a) Sheet steel
	 b) Brass
	 c) Plastic
	 d) Aluminum

6.	� What advantages distinguish linear guides from track roller guides and polymer track  
roller guides?

	 a) Relatively low costs
	 b) High rigidity
	 c) Good tolerance compensation capacity
	 d) Very high load capacity

7.	� One advantage of track roller guides over the other guide variants is that they achieve the  
highest maximum speeds in comparison.

	 a) Correct
	 b) Incorrect

8.	� Polymer track roller guides are a very cost-effective solution, especially for large travel  
distances.

	 a) Correct
	 b) Incorrect

Solution: 1. a, b, d; 2. a, b, c, d; 3. a; 4. a, b, c, d; 5. c; 6. b, c, d; 7. a; 8. b
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